
Wetfix® BE

Adhesion promoter and  
Warm mix additive
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Wetfix® BE is a highly reliable and effective additive that has 
been serving the asphalt industry for 30 years. It has been 
successfully implemented in projects across more than 15 
countries worldwide, including the United Kingdom, Nordic 
countries, Germany, and Central Asian countries.

With the increasing shift towards warm mix asphalt, Wetfix® 
BE is recommended and enables our customers to enhance 
worker safety and environmental protection by ensuring lower 
temperatures and eliminating fumes.

It has undergone extensive testing and use over the 
years, consistently demonstrating excellent adhesion and 
compaction even at lower temperatures.

Wetfix® BE also serves as a warm mix additive, reducing 
surface tension and enabling lowering mixing and paving 
temperatures.

Versatile warm mix additives

•	 Liquid based - with more than 60% biogenic content
•	 Enables improved workability and easier to compact
•	 No volatility at high temperatures
•	 High passive adhesion
•	 Low dosage and low treatment cost

Dosage

Adhesion promoter for hot and 
warm mix

0.1-0.5% basis binder

Adhesion promoter for patch mix 
and soft bitumen mix

0.1-1.0% basis binder

Compaction aid for hot mix 0.3-0.5% basis binder

Compaction aid for warm mix 0.3-0.7% basis binder

Works well with difficult binders like Polymer Modified 
Bitumen (PMB).

Discover Wetfix® BE, the high-performance adhesion promoter that 
enhances your asphalt projects with no impact on bitumen properties.

Superior warm mix additive 
for outstanding adhesion 
and compaction aid
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Achieving higher density at lower temperature

Wetfix® BE demonstrates good compaction properties. As 
evidenced by gyratory compaction.

Gyratory compaction
Test results from the VTI (Swedish National Road and Transport 
Research Institute)

ABT 11 ; 6.0% bitumen, 0.6% warm mix additive

Gyratory compaction
ABT 11 ; 6.0% bitumen, 0.6% warm mix additive
(0.6 MPa, angle 1.24°)
100 gyrations

Effectively tested in Germany and approved as a warm mix 
additive on the BAST List.

2150

2050

1950

D
e

n
si

ty
, k

g
/m

3 2250

2100

2000

2200

0                 50                    100                    150                    200                    250

2350

2300

No of gyrations

Ref 160:130

Wetfix® BE

Ref 130:100

In this test, the mixture was compacted at 100°C after mixing at 130°C with 
Skärlunda granite aggregate and Nynas 70/100 bitumen.
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Demonstrating superior adhesion properties

Wetfix® BE shows excellent and consistent adhesion properties 
over time. The consistent score indicates that the additive 
maintains its adhesive performance without deterioration.

Static immersion (at 60°)
Nynas 70/100; Skärlunda granite

Rolling bottle
According to EN 12697-11
Nynas 70/100; Skärlunda granite

Wetfix® BE shows strong adhesion properties at 6 hours. Its 
performance has a very small decline over time, as indicated 
by the score at 24 hours.
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nouryon.com

All information concerning our products and/or all 
suggestions for handling and use contained herein 
(including formulation and toxicity information) are 
offered in good faith and are believed to be reliable. 
However, Nouryon makes no warranty express or 
implied (i) as to the accuracy or sufficiency of such 
information and/or suggestions, (ii) as to any product’s 
merchantability or fitness for a particular use or (iii) that 
any suggested use (including use in any formulation) 
will not infringe any patent. Nothing contained herein 
shall be construed as granting or extending any license 
under any patent. The user must determine for itself 
by preliminary tests or otherwise the suitability of any 
product and of any information contained herein 
(including but not limited to formulation and toxicity 
information) for the user’s purpose. The safety of any 
formulations described herein has not been established. 
The suitability and safety of a formulation should be 
confirmed in all respects by the user prior to use. The 
information contained herein supersedes all previously 
issued bulletins on the subject matter covered.
 
Products mentioned are trademarks of Nouryon 
and registered in many countries.
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Contact us directly for detailed product 
information and sample request
website | nouryon.com/markets/agriculture
email | agro@nouryon.com

Nouryon is a global, specialty chemicals leader. 
Markets and consumers worldwide rely on our 
essential solutions to manufacture everyday 
products, such as personal care, cleaning 
goods, paints and coatings, agriculture and 
food, pharmaceuticals, and building products. 
Furthermore, the dedication of approximately
8,200 employees with a shared commitment to our 
customers, business growth, safety, sustainability 
and innovation has resulted in a consistently 
strong financial performance. We operate in over 
80 countries around the world with a portfolio 
of industry-leading brands. Visit our website and 
follow us @Nouryon and on LinkedIn.


